
GBRacing®

products display a 
GBRacing® logo 
with FIM approval on 
the front of the 
engine cover.

GBRacing®

products carry a 
Registered Design or 
EUIPO number on 
the reverse, plus 
‘MADE IN UK’.

Many GBRacing®

products include 
reverse wear indicators 
- these are not 
visible from the front 
of the engine cover.

GBRacing®

products will arrive 
in a branded box or 
bag packaging.

GBRacing®

products include 
fitting instructions and 
replacement bolts in 
each bag or box.

Purchase directly 
from us at
www.GBRacing.eu
or from one of 
our
listed on our site.

GBRacing® GENUINE PRODUCT GUIDE

REGISTERED
DESIGN NOS.

REVERSE WEAR
INDICATORS

OFFICIAL
DEALERS

1 Remove fairing.

2 Remove 4 existing bolts from the stock Alternator cover, shown as position Bolt 1, 2 ,3 & 4.

3 Place the Secondary Alternator Cover over the stock cover.

4 Assemble 4 replacement bolts loosely in the correct positions as shown.

5 Tighten bolts to a Torque of 10Nm as per Manufacturer’s recommendations.   

DO NOT OVERTIGHTEN.

6 Refit fairing.

Bolt 3

Bolt 2

Bolt 1

Bolt 4

FITTING INSTRUCTIONS
TO BE FITTED BY A QUALIFIED TECHNICIAN

Secondary Alternator Cover Part No. EC-CB650R-2024-1-GBR   /  Secondary Clutch Cover Part No. EC-CBR650F-2014-2-GBR

Secondary Pulse Cover Part No. EC-CBR650F-2014-3-GBR

THIS SHEET INCLUDES FITTING INSTRUCTIONS FOR THE FOLLOWING PARTS:

www.GBRacing.eu

CBR650R &
CB650R 2024-2025

SECONDARY CLUTCH COVER
PART NO. EC-CBR650F-2014-2-GBR

1 Remove 4 existing bolts from the 

stock Clutch cover, shown as position Bolt 1, 2 ,3 & 4.

2 Place the Secondary Clutch Cover over the stock cover.

3 Assemble 4 replacement bolts loosely in the correct positions as shown.

4 Tighten bolts to a Torque of 10Nm as per Manufacturer’s ecommendations.   

DO NOT OVERTIGHTEN.

Bolt 3

Bolt 2

Bolt 1

Bolt 4

Bolt 1
M6x35 - 10Nm

Bolt 2
M6x35 - 
10Nm

Bolt 3
M6x40 - 10Nm

    Bolt 4
M6x40 - 

10Nm

SECONDARY PULSE COVER
PART NO. EC-CBR650F-2014-3-GBR

1 Remove 4 existing bolts from the stock pulse cover, shown as position Bolt 1, 2 ,3 & 4.

2 Place the Secondary Pulse Cover over the stock cover.

3 Assemble 4 replacement bolts loosely in the correct positions as shown. If you have an 

unfaired CB650F, please use the spacer washers supplied at Bolt Position 2 & 3. 

Place this spacer in between the GBR engine cover and the original Honda cover in 

these 2 positions. 

4 Tighten bolts to a Torque of 10Nm as per Manufacturer’s recommendations.   

DO NOT OVERTIGHTEN.

Bolt 3

Bolt 2

Bolt 1

Bolt 4

Bolt 1
M6x40 - 10Nm

Bolt 2
M6x35 - 10Nm

Bolt 3
M6x35 - 10Nm

Bolt 4
M6x40 - 10Nm 

Washers for 
CB650F 
model only.

DO NOT use these products unless you agree to our Terms & Conditions, as shown on our paperwork and website. If you do not agree, please return the product(s) to your dealer for a refund.

SECONDARY ALTERNATOR COVER
PART NO. EC-CB650R-2024-1-GBR

Bolt 2
M6X40HHF - 
10Nm 
SPB-9

Bolt 3
M6X30HHF - 
10Nm 
SPB-9

Bolt 4
M6X30HHF 
- 10Nm 
SPB-9

   
Bolt 1
M6x30HHF - 
10Nm 
SPB-9

Engine Cover Set: EC-CB650R-2024-SET-GBR
EC-CB650R-2024-1-GBR, EC-CBR650F-2014-2-GBR, EC-CBR650F-2014-3-GBR

FITTING
INSTRUCTIONS

BRANDED
PACKAGING

GENUINE 
LOGO


